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Purpose 
The purpose of this directive is to provide instructions for downloading traffic data from the LTPP 
Specific Pavement Study test sites where new weigh-in-motion (WIM) equipment is installed by the 
Phase II traffic pooled-fund study contractor, International Road Dynamics (IRD), Inc. 
 
Posting and Downloading Traffic Data 
IRD will use their file transfer protocol (FTP) server to post the data. IRD will post the data at 
ftp://ftp.irdinc.com/receive_from_ird/LTPP/Reports. Data will be posted in the weekly and historical 
folders. The weekly folder will contain a directory for each region. Each directory will have the most 
recent Traffic Monitoring Guide (TMG) data files (by State and SPS test section) for the LTPP regional 
traffic coordinator to download. The weekly data files will be moved to the historical folder when a new 
week of data files are posted in the weekly folder. The historical folder will also contain the IRD binary 
files for each site. The previous two years of data for all WIM sites will remain in the historical folder 
for access.    
 
IRD will post the weekly data by the close of business eastern standard time (EST) on the second 
business day each week for the previous week’s data (Monday through Sunday). Thereafter, the LTPP 
regional traffic coordinator will perform the following two steps each week for the Phase II WIM 
installations: 
 

Step 1. Download the files from ftp://ftp.irdinc.com/receive_from_ird/LTPP/Reports within two 
business days of the data being posted (unless on travel). 
♦ Classification and Weight data files along with the Memo file will be posted each 

week for a site. 
♦ Classification and Weight data files will use the LTPP file naming convention.  

 
Step 2. Check to make sure the TMG data and Memo files are received. 

♦ TMG data files (for Classification and Weight) are to be loaded into the current 
version of the LTPP Traffic Analysis Software (LTAS). 

♦ Memo file reports relevant information about the site (such as stating if the data was 
reprocessed and why, reason(s) for any unusual changes in the data, and classification 
scheme used). This file will be provided each week even if there are no issues to 
report with the data. 
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